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Контрольный громкоговоритель стандарта воспроизведения фонограмм кинофильмов
Аннотация   
  На основе анализа объективных показателей кинотеатральных заэкранных  громкоговорителей и оценки акустических частотных характеристик звукопередачи, разработан контрольный громкоговоритель (КГ_СФК) стандарта воспроизведения фонограмм кинофильмов.  

Контрольный громкоговоритель КГ_СФК предназначен для контроля качественных показателей фонограмм на стадии производства, показа и копирования фильмокопий на киностудиях, предприятиях кинопроката, а также в качестве контрольного громкоговорителя в составе технологического оборудования перевода аналоговых исходных фонограмм кинофильмов в цифровой формат.  
Ключевые слова: громкоговоритель, контрольное помещение, компьютерное моделирование, стандарт воспроизведения фонограмм кинофильмов. 
Standard performance film sound monitor loudspeaker.

L.V.Cheetov

   Abstract.

Standard performance cinema sound monitor loudspeaker (CS_MLs) are developed  using analysis of cinema-specific parameters 3-way screen channel systems and assessment of theirs electroacoustic frequency responses.

The CS_MLs loudspeaker is designed to provide assessment of Standard performance cinema sound in movie theatres, production studios, dubbing and copy films organizations, and also as a monitor loudspeaker during technology of  analog to digital transfer original motion picture sound tracks.   
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