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Аннотация
В ряде технических приложений используется спектр сигнала источника информации с целью выделения информации о свойствах источника, его местоположении, выделения сигнала из смеси с шумами, сжатия объёма сигнала, и т.д. Одним из таких приложений является обработка сигнала в задачах распознавания речи и повышения её разборчивости. Повсеместное внедрение цифровых методов позволило реализовать программные принципы построения устройств обработки сигнала, но выдвинуло ряд проблем, связанных с дискретным способом описания сигналов. В частности, при значительной ширине спектра сигнала возникает проблема выбора такого шага дискретизации, который исключает потерю существенно важных составляющих спектра. Тривиальное решение, связанное с выбором очень малого шага дискретизации, приводит к требованию иметь в вычислительных средствах значительный объём памяти и высокую скорость обработки. В данной статье, применительно к задаче цифровой обработки речевого сигнала в слуховом аппарате, рассмотрен метод, позволяющий решить проблему выбора шага дискретизации путём решения задачи аппроксимации сигнала на ограниченном множестве дискретных отсчётов.
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Abstract
In some technical applications are used spectrum of signal of source information to extract information about the properties of the source, its location, to separation of the mixture with noises, to compressing the signal, etc. Some of these applications are voice recognition and enhance intelligibility. Widespread introduction digital techniques has allowed to create the program to implement principles of signal processing units, but raised a number of problems associated with a discrete way to describe the signals. In particular, when used a signal with broad spectral band, then arise the problem of choosing a step sampling which eliminates the loss of essential components of the spectrum. The trivial solution associated with the choice of a very small sample interval, leads to the requirement to have a means of computing with large memory and high processing speed. In this article has presented a method to solve the problem by choosing step of sampling signal by method of approximation a limited set of discrete samples in field of digital speech signal processing in particular in the hearing aids.
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